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11. COLUMN PROTECTIONS

TOWER LINK
PROTEZIONE COLONNA
COLUMN PROTECTION

HEAVY LOAD /
FOR FORKLIFTS

 120 

 9
0 

 1
10

0 
 9

0 

29
0

 CLEAR OPENING 
 CLEAR OPENING + 240 

 CLEAR OPENING + 300 

 8
8 

 1
18

8 

 1
50

 

 1
10

0 

 7
0 

 180 

 1
60

 

 150 

 1
20

 

 CLEAR OPENING 

 CLEAR OPENING + 300 

 CLEAR OPENING + 304 

 150 

 120 

 9
0 

 1
10

0 
 9

0 

29
0

 CLEAR OPENING 
 CLEAR OPENING + 240 

 CLEAR OPENING + 300 

 8
8 

 1
18

8 

 1
50

 

 1
10

0 

 7
0 

 180 

 1
60

 

 150 

 1
20

 

 CLEAR OPENING 

 CLEAR OPENING + 300 

 CLEAR OPENING + 304 

 150 

GRT 150

CON 150

GR 90 HO CORNER

GR 150 HV EDX 1P

LINK CORNER DX

LINK CORNER SX

GR 150 HV ESX 1P

GR 150 HO LINK

FIX P 150

M12
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TOWER LINK

11. COLUMN PROTECTIONS

ISTRUZIONI DI INSTALLAZIONE
ASSEMBLY INSTRUCTIONS

SOLUTION DISPLAYED: TOWER LINK/2

MIN 200mm*
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MIN 100mm*

COLUMN
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The distance of installation depends 
on speed and weight of vehicle

WARNING
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T= 60Nm

TOWER LINK/1 TOWER LINK/2 TOWER LINK/3

TOWER LINK

11. COLUMN PROTECTIONS

ISTRUZIONI DI INSTALLAZIONE
ASSEMBLY INSTRUCTIONS
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